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Shenzhen Southern LCS Compliance Testing Laboratory Ltd. 
101-201, No.39 Building, Xialang Industrial Zone, Heshuikou Community, Matian Street, Guangming District, 
Shenzhen, China 
Tel: (86)755-29871520                 Fax: (86)755-29871521 
Http://www.lcs-cert.com               Email: webmaster@lcs-cert.com 
 

Reference No.  : LCSB090722029E 

Applicant : Shenzhen RisingSun Photoelectric Holdings Limited 

Address : Huafenggaoxin Industrial park,No.3 Technology Road, Pingshan new 
District, 518118, Shenzhen 

Trade Mark : N/A 

Product  : LED Flexible Panel /RGBWW5050 LED Strip 

Model(s) : See Model list 

Tested 
according to 

:  EN IEC 55015:2019+A11:2020 

EN IEC 61000-3-2:2019+A1:2021 

EN 61000-3-3:2013+A1:2019+A2:2021 
EN 61547: 2009 

 

The submitted products have been tested by us with the listed standards.                           

This Attestation of Compliance is issued according to the council Directive 2014/30/EU, Referred to 
as the Electromagnetic Compatibility. It confirms that the listed product complies with all essential 
requirements of the EMC directive and applies only to the sample and its technical documentation 
submitted to Shenzhen Southern LCS Compliance Testing Laboratory Ltd.for testing. 
 
After preparation of the necessary technical documentation as well as the EC conformity 
declaration the required CE marking can be affixed on the product.Other relevant Directives have 
to be observed. 

 

 

 

 

Date of issue: September 27, 2022  
                         . 

Manager 
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ANNEX I: 

Reference No.  : LCSB090722029E 

 

Model Rating 

RS-neon-12V-NP-A0-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-A0-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-A0-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-A1-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-A1-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-A1-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-A2-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-A2-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-A2-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-A3-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-A3-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-A3-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-A4-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-A4-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-A4-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-A5-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-A5-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-A5-68-XXXXXX DC48V, 10W/M 

RS-neon-24V-NP-A6-68-XXXXXX DC24V, 10W/M 

RS-neon-12V-NP-A6-68-XXXXXX DC12V, 10W/M 

RS-neon-48V-NP-A6-68-XXXXXX DC48V, 10W/M 

RS-neon-24V-NP-A7-68-XXXXXX DC24V, 10W/M 

RS-neon-12V-NP-A7-68-XXXXXX DC12V, 10W/M 

RS-neon-48V-NP-A7-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-A8-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-A8-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-A8-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-A9-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-A9-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-A9-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B0-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B0-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B0-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B1-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B1-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B1-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B2-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B2-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B2-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B3-68-XXXXXX DC12V, 10W/M 
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RS-neon-24V-NP-B3-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B3-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B4-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B4-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B4-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B5-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B5-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B5-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B6-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B6-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B6-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B7-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B7-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B7-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B8-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B8-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B8-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-B9-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-B9-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-B9-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C0-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C0-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C0-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C1-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C1-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C1-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C2-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C2-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C2-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C3-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C3-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C3-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C4-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C4-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C4-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C5-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C5-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C5-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C6-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C6-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C6-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C7-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C7-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C7-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C8-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C8-68-XXXXXX DC24V, 10W/M 



 

4 / 8 

 

Shenzhen Southern LCS Compliance Testing Laboratory Ltd. 
101-201, No.39 Building, Xialang Industrial Zone, Heshuikou Community, Matian Street, Guangming District, 
Shenzhen, China 
Tel: (86)755-29871520                 Fax: (86)755-29871521 
Http://www.lcs-cert.com               Email: webmaster@lcs-cert.com 

m 
 

 

RS-neon-48V-NP-C8-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-C9-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-C9-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-C9-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D0-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D0-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D0-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D1-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D1-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D1-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D2-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D2-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D2-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D3-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D3-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D3-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D4-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D4-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D4-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D5-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D5-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D5-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D6-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D6-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D6-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D7-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D7-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D7-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NP-D8-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NP-D8-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NP-D8-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A0-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A0-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A0-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A1-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A1-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A1-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A2-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A2-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A2-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A3-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A3-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A3-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A4-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A4-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A4-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A5-68-XXXXXX DC12V, 10W/M 
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RS-neon-24V-NR-A5-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A5-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A6-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A6-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A6-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A7-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A7-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A7-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A8-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A8-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A8-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-A9-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-A9-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-A9-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B0-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B0-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B0-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B1-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B1-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B1-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B2-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B2-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B2-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B3-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B3-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B3-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B4-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B4-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B4-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B5-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B5-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B5-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B6-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B6-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B6-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B7-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B7-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B7-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B8-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B8-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B8-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-B9-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-B9-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-B9-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-C0-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-C0-68-XXXXXX DC24V, 10W/M 
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RS-neon-48V-NR-C0-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-C1-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-C1-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-C1-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-C2-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-C2-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-C2-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-C3-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-C3-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-C3-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NR-C4-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NR-C4-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NR-C4-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-C8-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-C8-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-C8-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-C9-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-C9-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-C9-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-D0-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-D0-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-D0-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-D1-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-D1-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-D1-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-D2-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-D2-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-D2-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-D3-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-D3-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-D3-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-D4-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-D4-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-D4-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-D5-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-D5-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-D5-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-D6-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-D6-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-D6-68-XXXXXX DC48V, 10W/M 

RS-neon-12V-NM-D7-68-XXXXXX DC12V, 10W/M 

RS-neon-24V-NM-D7-68-XXXXXX DC24V, 10W/M 

RS-neon-48V-NM-D7-68-XXXXXX DC48V, 10W/M 

RS-WWXXXX-12V-XXXXD-10-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-11-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-12-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-13-XXXX-XXXXX DC12V, 18W/M 
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RS-WWXXXX-12V-XXXXD-14-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-15-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-16-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-17-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-18-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-19-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-20-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-21-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-22-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-23-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-12V-XXXXD-24-XXXX-XXXXX DC12V, 18W/M 

RS-WWXXXX-24V-XXXXD-10-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-11-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-12-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-13-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-14-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-15-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-16-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-17-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-18-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-19-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-20-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-21-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-22-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-23-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-24V-XXXXD-24-XXXX-XXXXX DC24V, 18W/M 

RS-WWXXXX-48V-XXXXD-10-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-11-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-12-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-13-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-14-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-15-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-16-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-17-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-18-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-19-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-20-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-21-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-22-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-23-XXXX-XXXXX DC48V, 18W/M 

RS-WWXXXX-48V-XXXXD-24-XXXX-XXXXX DC48V, 18W/M 

RS-PLXXXX-12V-XXXXD-WL-XXXX-XXXXXX DC12V, 70W 

RS-PLXXXX-24V-XXXXD-WL-XXXX-XXXXXX DC24V, 70W 

RS-PLXXXX-48V-XXXXD-WL-XXXX-XXXXXX DC48V, 70W 

1.XXXXXX represents Color Temperature, NW: Natural White  CW: Cold White  
WW: Warm White  Y: Yellow  R: Red  G: Green  B: Blue   P: Pink V: Violet   
O: Orange  A: Amber   RGB: Red, Green, Blue  RGBW: Red, Green, Blue, White  
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Shenzhen Southern LCS Compliance Testing Laboratory Ltd. 
101-201, No.39 Building, Xialang Industrial Zone, Heshuikou Community, Matian Street, Guangming District, 
Shenzhen, China 
Tel: (86)755-29871520                 Fax: (86)755-29871521 
Http://www.lcs-cert.com               Email: webmaster@lcs-cert.com 

m 
 

 

RGBWW: Red, Green, Blue, White, Warm White 
2.WW represents Wall Washer strip type. 
XXXX represents LEDs type, it includes 
3528.2835.5050.3014.2216.2022.2110.5730.3838.Neon.COB 
3.XXXXD represents numbers of LEDs per meter, or Neon characteristics.  
Range: 30-1500; D: LEDs or Chips. 
Neon Characteristic: NT: Top Emitting; NS: Side Emitting; NP: Flat Head; NR: 

Round Head; NM: Mushroom Head; NC: Round 360° 

4.XXXX represents IP Class or Wall Washer LENs type.  
20: None waterproof; 54: Nano Coating; 67: Silicone Tube; 68: Silicone Tube and 
Silicone Glue. 

Wall Washer LENs type: C1-C6, C1: 15°, C2: 20°, C3: 30°, C4: 60°, C5: 15°

*45° 

5.WL represents Panel Flex type: 240*480MM, it also represents PCB width and 
Neon type.PCB width range: 3-24MM; Neon type: first letter: A-Z, second letter: 0-9 
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